
EQUIPMENT DESIGNATION
REFER TO SCHEDULE

200x200 EGG CRATE RETURN AIR GRILLE/ EXHAUST AIR GRILLE

U/C

SINGLE PHASE ELECTRICAL SUPPLY

AC AIR CONDITIONING
CU CONDENSER UNIT
EA EXHAUST AIR
EF EXHAUST FAN
F/A FROM ABOVE
F/B FROM BELOW
HVAC HEATING, VENTILATION AND AIR CONDITIONING
OA OUTSIDE AIR
RA RETURN AIR
SA SUPPLY AIR
T/A TO ABOVE
T/B TO BELOW
TBC TO BE CONFIRMED
TD TUNDISH
UNO UNLESS NOTED OTHERWISE

ABBREVIATIONSNOTESLEGEND

OUTDOOR CONDENSING UNIT - HORIZONTAL DISCHARGE

WALL MOUNTED SPLIT AC UNIT

FCU-

FLEXIBLE DUCT

GRILLE TYPE
AIR QUANTITY (L/s)

S1
50

DOOR UNDERCUT BY 25mm

WORKS BY OTHERS

AIR FLOW DIRECTION
TUNDISH - 30 DIA CONDENSATE DRAIN

TD

· ITEMS SHOWN BOXED ARE ASSOCIATED WORKS.

· ALL DUCTWORK TO COMPLY WITH AS4254-2012 & SMACNA STANDARDS, IN PARTICULAR RESPECT TO
JOINTS, CONSTRUCTION, MATERIAL, DIMENSIONS, SUPPORTS, REINFORCEMENTS, INSTALLATION AND
ACCESS PANELS.

· DUCT SIZES GIVEN ARE CLEAR INTERNAL DIMENSIONS.

· FLEXIBLE DUCTING
0 -    50l/s - 150 DIA.
51 -   100l/s - 200 DIA.
101 -   150l/s - 250 DIA.
151 -   200l/s - 300 DIA.
201 -   300l/s - 350 DIA.
301 -   400l/s - 400 DIA.
401 -   500l/s - 450 DIA
501 -   600l/s - 500 DIA.

· ALL ROOF MOUNTED EXHAUST FANS AND AIR INTAKES TO BE PROVIDED WITH UV-STABILISED
PLASTIC OR FIBREGLASS COWLS

· TOILET EXHAUST DUCTS TO BE UNINSULATED `

· DO NOT SCALE DRAWINGS.

· EQUIPMENT SCHEDULES ARE TO BE READ IN CONJUNCTION WITH ALL DRAWINGS.

· THE POSITION OF THE EQUIPMENT IN THE CEILING SPACE SHOWN ON THE DRAWINGS IS
APPROXIMATE ONLY. THE EQUIPMENT SHALL BE LOCATED TO SUIT THE CEILING SPACE SET OUT AND
DESIGN AND TO ALLOW ALL NECESSARY ACCESS TO THE EQUIPMENT.

· THE EQUIPMENT ELECTRICAL SUPPLY REQUIREMENTS AND RATINGS ARE INDICATIVE ONLY.  IT IS
THE RESPONSIBILITY OF THE MECHANICAL CONTRACTOR TO LIAISE WITH THE ELECTRICAL
CONTRACTOR ON THE FINAL SELECTED EQUIPMENT ELECTRICAL REQUIREMENTS TO ENSURE THE
CORRECT SUPPLY AND PROTECTIVE DEVICES ARE INSTALLED. RCDs SHALL BE PROVIDED ON
ELECTRICAL CIRCUITS SERVING AC EQUIPMENT AS PER MANUFACTURER'S INSTRUCTIONS.

· INSTALLATION SHALL STRICTLY COMPLY WITH THE REQUIREMENTS OF THE NCC/NBA 2022
INCLUDING:
-DUCTWORKAND PIPEWORK INSULATION
-TIMESWTCH CONTROL OF AIR CONDITIONING UNITS

      -ENERGY EFFICIENCY PERFORMANCE

CEILING MOUNTED HEADER BOX FAN

WALL MOUNTED KITCHEN EXHAUST FAN

FAN CONTROL (WALL MOUNTED AT 1000)
FAN=EXHAUST FAN
SF=SUPPLY FAN

SF
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GENERAL NOTES:

REVISION SCHEDULE

REPRODUCTION OF DRAWINGS
THIS DRAWING HAS BEEN DOCUMENTED IN COLOUR
AS SUCH, THIS DRAWING IS REQUIRED TO BE PRINTED IN COLOUR.
FAILURE TO DO SO MAY RESULT IN LOSS OF INFORMATION

CONTRACTORS ARE TO VERIFY ALL DIMENSIONS ON SITE BEFORE
COMMENCING ANY WORK OR PRODUCING SHOP DRAWINGS.
THESE DRAWINGS ARE PROTECTED BY THE LAWS OF COPYRIGHT
AND MAY NOT BE COPIED OR REPRODUCED WITHOUT THE
WRITTEN PERMISSION OF THE DESIGNER.

THIS PLAN HAS BEEN PREPARED IN ACCORDANCE WITH ALL
RELEVANT BUILDING CODES AND STANDARDS. NO AMENDMENTS
SHALL BE MADE WITHOUT THE APPROVAL FROM THE DESIGNER
AND THE CLIENT. THESE DRAWINGS ARE SUPPLIED ON THE
CONDITION THAT IN THE EVENT OF ERROR THE DESIGNERS
LIABILITY IS LIMITED ONLY TO THE COST OF AMENDING THESE
DRAWINGS.
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