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DB NOTES
1. DB'S TO BE CLIPSAL RESI MAX CONSUMER SWITCHBOARD 1-PHASE 3 ROWS 24 MODULE OR SIMILAR TO

SUIT.

2. ALL COMMUNITY HOUSING DBs TO BE IDENTICAL. TYPICAL DB LAYOUT AS SHOWN. ADJUST AS
NECESSARY TO SUIT SITE SPECIFICS.

3. ALL METERING EQUIPMENT AND INFRASTRUCTURE TO BE COMPLIANT TO THE QECM AND QEMM IN
ADDITION TO ALL OTHER APPLICABLE STANDARDS.

3.1. LIAISE WITH SUPPLY AUTHORITY AND FOR THE FOLLOWING METERING PROVISIONS:
3.1.1. PROVIDE FOR PAYMENT OF FEES LEVIED BY THE SUPPLY AUTHORITY FOR THE METERING

AND TESTING OF DB AND INSTALLATION.

4. PROVIDE A SURGE DIVERTER IN THE SWITCHBOARD ON THE TELEVISION CIRCUIT.

1 20 2.5 HOT WATER UNIT
1 20 2.5 KITCHEN - COOKTOP
1 20 2.5 KITCHEN - GENERAL POWER OUTLETS
1 20 2.5 LOUNGE - GENERAL POWER OUTLETS
1 20 2.5 BED 1 - GENERAL POWER OUTLETS
1 20 2.5 BED 2 - GENERAL POWER OUTLETS
1 20 2.5 BED 3 - GENERAL POWER OUTLETS

1 20 2.5 OUTDOOR A/C UNIT 1
1 20 2.5 OUTDOOR A/C UNIT 2
1 20 2.5 OUTDOOR A/C UNIT 3
1 16 1.5 EXTERNAL / STORE LIGHTING

1 20 2.5 WEATHERPROOF OUTLETS

1 16 1.5 BEDROOM / HALL LIGHTING
1 16 1.5 LAUNDRY / BATHROOM LIGHTING
1 16 1.5 KITCHEN / LOUNGE LIGHTING

1 20 2.5 TELEVISION OUTLETS       (NOTE 4) SD

kWH

VAST NOTES
1.

2.

3.

VAST INSTALLER SHALL LOCATE THE ROOF MOUNTED SATELLITE TO SUIT SIGNAL STRENGTH TEST FOR
OPTIMAL PERFORMANCE.

REFER ELECTRICAL PLANS FOR EXACT QUANTITY OF TV OUTLETS IN THE BUILDING.

THE ELECTRICAL CONTRACTOR SHALL SUPPLY AND INSTALL POWER OUTLETS TO THE VAST
CONTRACTORS' REQUIREMENTS.

TYPICAL VAST SCHEMATIC

AMP

SPLITTER

COMMUNICATIONS NOTES
A. THIS SITE HAS WIRELESS NBN Co COVERAGE. LIAISE WITH THE CLIENT FOR THE PROVISION OF

INTERNET SERVICES TO THE SITE.

B. NBN Co TO SUPPLY AND INSTALL A ROOF MOUNTED OUTDOOR SATELLITE AND INTERNAL NBN
CABLING.

C. THIS CONTRACTOR TO SUPPLY AND INSTALL RJ45 WALL OUTLET, INTERFACILITY LINK AND DOUBLE
SSO TO NBN Co REQUIREMENTS.

D. PROVIDE NEW CAT6 HORIZONTAL TELECOMMUNICATIONS CABLING TO EACH OUTLET.

COMMUNICATIONS SCHEMATIC

REFER TO DRAWINGS FOR
QUANTITY AND LOCATIONS

SUPPLY AUTHORITY METERNOTE 3

FUTURE A/C UNITS. PROVIDE
CONDUIT WITH DRAW STRING TO
FACILITATE FUTURE INSTALL.

TV

4. THE ELECTRICAL CONTRACTOR SHALL SUPPLY AND INSTALL ONE (1) VAST SET-TOP BOX.

GENERAL NOTES:

REVISION SCHEDULE

REPRODUCTION OF DRAWINGS
THIS DRAWING HAS BEEN DOCUMENTED IN COLOUR
AS SUCH, THIS DRAWING IS REQUIRED TO BE PRINTED IN COLOUR.
FAILURE TO DO SO MAY RESULT IN LOSS OF INFORMATION

CONTRACTORS ARE TO VERIFY ALL DIMENSIONS ON SITE BEFORE
COMMENCING ANY WORK OR PRODUCING SHOP DRAWINGS.
THESE DRAWINGS ARE PROTECTED BY THE LAWS OF COPYRIGHT
AND MAY NOT BE COPIED OR REPRODUCED WITHOUT THE
WRITTEN PERMISSION OF THE DESIGNER.

THIS PLAN HAS BEEN PREPARED IN ACCORDANCE WITH ALL
RELEVANT BUILDING CODES AND STANDARDS. NO AMENDMENTS
SHALL BE MADE WITHOUT THE APPROVAL FROM THE DESIGNER
AND THE CLIENT. THESE DRAWINGS ARE SUPPLIED ON THE
CONDITION THAT IN THE EVENT OF ERROR THE DESIGNERS
LIABILITY IS LIMITED ONLY TO THE COST OF AMENDING THESE
DRAWINGS.
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