
ALUMINIUM FRAMED WINDOW - REFER TO ENERGY EFFICIENCY. 

FOR MINIMUM SOLAR PERFORMANCE OF GLASS

EXTERNAL WALL CLADDING - JAMES HARDIE STRIA 325mm

CONTINUE CLADDING TO TOP PLATE.

WALL FRAMING - REFER TO ENGINGEER'S DRAWINGS

COLORBOND ULTRA  FASCIA AND 

GUTTER  - REFER TO FF&E FOR PROFILE 

0.48 BMT COLORBOND ULTRA  ROOF SHEETING -

REFER TO ROOF PLAN FOR PROFILE AND PITCH.

SLAB AND FOOTINGS  - REFER TO ENGINEER'S DRAWINGS

9mm VILLABOARD FIXED TO MANUFACTURER'S 
SPECIFICATION. REFER FF&E FOR DETAILS

BULK INSULATION BATTS TO CEILING AND WALLS IN 

ACCORDANCE WITH ENERGY EFFICIENCY TABLE

TIMBER OR STEEL ROOF BATTEN @ 450 CRS -REFER TO 

ENGINEERING FOR DETAILS

6mm FC SHEET SOFFIT LINING - REFER TO 

FF&E FOR ANY VENTING REQUIREMENTS

LINTEL - REFER TO ENGINEER'S DRAWINGS

CORNICE - REFER TO FF&E FOR SPECIFICATION

10mm PLASTERBOARD CEILING FIXED TO 

MANUFACTURER'S SPECIFICATIONS

22mm STEEL CEILING BATTEN - FIXED TO 

MANUFACTURER'S SPECIFICATIONS

SKIRTING - REFER TO FF&E FOR SPECIFICATION

ARCHITRAVE TRIM - REFER TO FF&E FOR 

SPECIFICATION

TIMBER ROOF TRUSSES @ 900 CRS TO MANUFACTURER'S DETAIL -
REFER TO TIEDOWN SCHEDULE OR MANUFACTURER'S SPECIFICATIONS 
FOR FIXING

WATERPROOF MEMBRANE - REFER TO 
ENGINEER'S DRAWINGS

ARCHITRAVE - REFER TO FF&E FOR SPECIFICATION

SARKING

FLOORING - REFER TO FLOOR PLAN FOR 

FINISH AND TO FF&E FOR TYPE SPECIFICATION

COMPACTED GRAVEL FILL

TIMBER REVEAL

HEAD FLASHING

TIMBER REVEAL 

REFLECTIVE FOIL TO UNDERSIDE OF ROOF SHEET 

TO ENERGY EFFICIENCY REPORT

TIMBER PACKER

TIMBER PACKER

50mm SAND FILL

TIMBER TRIM

SARKING

TOE FLASHING

MAINTAIN MINIMUM CLEARANCE REQUIRED FOR 
TERMITE BARRIER INSPECTION AND SITE 
DRAINAGE

EXTERNAL WALL CLADDING - JAMES HARDIE STRIA 325mm
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ALUMINIUM FRAMED WINDOW - REFER TO ENERGY EFFICIENCY. 
FOR MINIMUM SOLAR PERFORMANCE OF GLASS

EXTERNAL WALL CLADDING - JAMES HARDIE MATRIX. 
CONTINUE CLADDING TO TOP PLATE

WALL FRAMING - REFER TO ENGINGEER'S DRAWINGS

COLORBOND ULTRA  FASCIA AND 
GUTTER  - REFER TO FF&E FOR PROFILE 

0.48 BMT COLORBOND ULTRA  ROOF SHEETING -
REFER TO ROOF PLAN FOR PROFILE AND PITCH.

SLAB AND FOOTINGS  - REFER TO ENGINEER'S DRAWINGS

9mm VILLABOARD TAPED & SET FIXED TO MANUFACTURER'S 
SPECIFICATION. REFER FF&E FOR DETAILS

BULK INSULATION BATTS TO CEILING AND WALLS IN 
ACCORDANCE WITH ENERGY EFFICIENCY TABLE

TIMBER OR STEEL ROOF BATTEN @ 450 CRS -REFER TO 
ENGINEERING FOR DETAILS

6mm FC SHEET SOFFIT LINING - REFER TO 
FF&E FOR ANY VENTING REQUIREMENTS

LINTEL - REFER TO ENGINEER'S DRAWINGS

CORNICE - REFER TO FF&E FOR SPECIFICATION

10mm PLASTERBOARD CEILING FIXED TO 
MANUFACTURER'S SPECIFICATIONS

22mm STEEL CEILING BATTEN - FIXED TO 

MANUFACTURER'S SPECIFICATIONS

SKIRTING - REFER TO FF&E FOR SPECIFICATION

ARCHITRAVE TRIM - REFER TO FF&E FOR 

SPECIFICATION

TIMBER ROOF TRUSSES @ 900 CRS TO MANUFACTURER'S DETAIL -

REFER TO TIEDOWN SCHEDULE OR MANUFACTURER'S SPECIFICATIONS 
FOR FIXING

WATERPROOF MEMBRANE - REFER TO ENGINEER'S 

DRAWINGS

ARCHITRAVE - REFER TO FF&E FOR SPECIFICATION

SARKING

FLOORING - REFER TO FLOOR PLAN FOR FINISH AND TO 

FF&E FOR TYPE SPECIFICATION

COMPACTED GRAVEL FILL

TIMBER REVEAL

HEAD FLASHING

TIMBER REVEAL 

REFLECTIVE FOIL TO UNDERSIDE OF ROOF SHEET TO 

ENERGY EFFICIENCY REPORT

TIMBER PACKER

TIMBER PACKER

50mm SAND FILL

TIMBER TRIM

SARKING

TOE FLASHING

MAINTAIN MINIMUM CLEARANCE REQUIRED FOR 

TERMITE BARRIER INSPECTION AND SITE 
DRAINAGE

EXTERNAL WALL CLADDING - JAMES HARDIE MATRIX

CAVITY BATTEN - REFER TO MANUFACTURERS SPECIFICATION

FLEXIBLE FLASHING LAPPED OVER CAVITY BATTEN 

REFER TO MATRIX CLADDING INSTALLATION GUIDE

CAVITY BATTEN - REFER TO MANUFACTURER 

SPECIFICATION
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GUTTER TO BE BELOW TOP 

OF FASCIA
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PROJECT ROOF CLADDING 

INTO GUTTER

FOR TENDER
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COPYRIGHT

USE DEFINITION

PRELIMINARY - THE SHEET HAS BEEN ISSUED FOR PRELIMINARY USE 

ONLY.  IT IS NOT TO BE USED FOR CONSTRUCTION.

CONSTRUCTION - THE SHEET HAS BEEN ISSUED FOR CONSTRUCTION, 

SUBJECT TO CONDITIONS OF BUILDING AND DEVELOPMENT 

APPROVALS.

THIS SHEET MUST BE READ IN CONJUNCTION WITH ALL OTHER 

DRAWINGS, SPECIFICATIONS, SCHEDULES AND THE LIKE.

THIS INFORMATION REMAINS THE PROPERTY OF STRUXI DESIGN PTY 

LTD.  AUTHORITY IS GRANTED FOR ONCE ONLY USE BY THE CLIENT AT 

ONLY THE SITE ADDRESS AS NOTED.  UNAUTHORISED 

REPRODUCTION IS PROHIBITED BY LAW.
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