| PRE WELDED & GALVANISED GATE FRAME.
GATE OUTER FRAME & DIAGONAL BRACE DN25
STEEL POST 33.7 O.D. - 2.6 THICKNESS.
TOP RAIL DN32 GALVANISED STEEL

POST 424 0.D.

FRONT & BACK OPENING LETTERBOX WITH
PADLOCK TO BACK. MOUNTED IN CHAIN WIRE
FENCE. REFER TO SITE PLANS TO CONFIRM
LETTER BOX MOUNTING LOCATION (LATCH OR
HINGE SIDE OF THE PEDESTRIAN GATE).

GATE WITH LOCKABLE SHOOTBOLT

2.50 GALVANISED CHAIN LINK FABRIC

GATE POST DN50 GALVANISED STEEL POST 60.3
0.D.- 3.6 THICKNESS WITH GALVANISED STEEL CAP

— HINGE CLAMP

PROVIDE APPROPRIATE SUPPORTS
TO SURROUND N

POINT AT BACK TO COMPLY WITH LHDG GOLD LEVEL

FID
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1800 CRS MAX POST SPACING

INTERMEDIATE POST DN40
GALVANISED STEEL. 48.3 0.D WITH
GALVANISED STEEL CAP
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1200

900-1200
] FROM FINISHED SURFACE TO MAIL RETREIVAL ACCESSW

BOTTOM RAIL DN32

GALVANISED STELL POST 42.4 0.D.

1000

OPENING

BOUNDARY FENCE, PEDESTRIAN GATE & LETTERBOX

1:20

GATE WITHLOCKABLE SHOOTBOLT

2.50 GALVANISED CHAIN LINK FABRIC

GATE POST DN80 GALVANISED
STEEL POST 889 0.D.-4.0
THICKNESS WITH GALVANISED

STEEL CAP

120

CONCRETE FOOTINGS SIZE IN
ACCORDANCE WITH AS1725.1

-

HINGE CLAMP
F N

PRE WELDED & GALVANISED GATE FRAME.
GATE OUTER FRAME & DIAGONAL BRACE
DN25 GALVANISED STEEL POST 33.70.D.- 2.6
THICKNESS

— GATE INNER FRAME DN20 GALVANISED

STEEL POST 26.9 - 2.3 THICKNESS
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TOP RAIL DN32
GALVANISED STELL
POST 424 0.D.
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BOTTOM RAIL DN32
GALVANISED STELL |
POST 424 0.D. |
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BOUNDARY VEHICLE GATE DETAIL
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OPENING
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L CONCRETE FOOTINGS SIZE IN

ACCORDANCE WITH AS1725.1

PROVIDE DN25 MEDIUM X 150 LONG KEEPERS SET IN
300x 250 x 350 MIN. DEEP CONCRETE FOOTING FOR
CLOSED POSITION AND 150 DIAMETER 350 MIN. DEEP

CONCRETE FOOTING FOR OPEN POSITION

CHAIN LINK FENCE DETAILS DERIVED FROM AS1725.1 TYPE 1 FENCE
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240L BIN |_|
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BIN TIE DOWN DETAIL

1:20

EYELET SCREW TO BE
FITTED WITH CHAIN &
PADLOCK
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90x30mm 1500mm
HARDWOOD FIXED TO
ADJACENT STRUCTURE

240L BIN

BIN TIE DOWN ELEVATION

1:10

| EYELET SCREW TO BE
FITTED WITH CHAIN &
PADLOCK.

— 90X30mm 1500mm
HARDWOOD FIXED TO
ADJACENT STRUCTURE
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